Top Tip

&> ProBASE"

The UK's No.1 Eco Shed Base Solution Cover the area with the white

geo-textile membrane.

ProBase Installation Guide R e

level base, we recommend laying

Professional Installation Instructions

10mm round pea gravel over the

membrane first.

Prepare the Sub-base
* Clear and level the area. h
* Remove turf wher\? possible and Lay out your grids, making

ensure the ground is compacted. sure the feet are facing down.

« Fill with 10mm round pea gravel. Interlock the grids together.

Lay the Membrane

+ Cover the prepared area with the
supplied geotextile membrane.

Trim or fold to fit.
Use a flat-head screwdriver to release
the locking mechanism when separating grids.
Assemble the Grids
« Lay the grids with the feet ' J
facing down and click them
together. Installation Recommended Fill
Standard Shed Perimeter grids
Fill with Gravel

Log Cabin / Large Shed Perimeter grids

« Fill the perimeter or all grids
depending on your building and Heawy-duty Building All grids

ground conditions.

Poor Ground Conditions All grids

~ Locking Mechanism

Installation on Grass All grids )

Use a flat-head
screwdriver to
release the locking

Avoid walking on the grids until they have been filled with gravel.
mechanism when

Start filling from the outside and work towards the centre.

separating grids.
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Support: www.shedbase.com | www.shedbasekits.com




